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Introduction: 

 

• Sino-Minemet  International  Co., Ltd. (SINO-MINEMET) is an international 
trading company and was reconstructed from Sino-Minemet International Trade 
(Tianjin) Co., Ltd., registered in 1997.  

 

•  Sino-Minemet  International  Co., Ltd  is exporting ferroalloys, non-ferrous 
metal, graphite products, rare earth products, steel products, metal forging and 
casting products, ductile iron pipes, fittings, valves, special and noble ferroalloy, 
inoculants, metal powder, refractory products ,cored wires and other related 
products.  

• And Import of Manganese Ore, Chrome Ore ,Nickel Ore,Iron ore,Copper, 
FeCr,and Nb Ore.  

 

•  Sino-Minemet  is growing year on year, and trade volume was  around 50-
100Million US dollars year in the past years. 

• Sino-Minemet is  growing to be leading house of metallurgical raw 
materials and  wish to be your creditable partner. 
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Ferro Alloys 

Ferro Silicon Silicon Manganese H.M.L C  Fe Mn  

H.M.L C   FeCr  Ferro Vanadium Ferro Molybdenum 

Ferro Boron Calcium Carbide  &More 

Metals & R. Earth Metals 

Silicon Metal 441/552 Magnesium Ingot Manganese Flakes 

Graphite& Carbon 

Electrode Graphite  Petrol /Semi /Met.Coke & More 

Inoculants &  De-Oxidants 

Calcium Silicon Silicon Calcium Barium Calcium Metal 

FeMn Nitride Ferro Silicon Magnesium &More 



SINO-MINEMET 

Ferro Alloys 

Ferro Chrome HC/LC Silicon Manganese  H.M.L C  Fe Mn   

H.M.L C   FeCr  Ferro Vanadium Ferro Molybdenum 

Ferro Niobium Ferro Nickel Ferro Titanium 

Metals 

Copper Cathodes Nickel Metal More 

Minerals & Ores 

Manganese Ore Chrome & Nickel Ore Bauxite  

Others 

Cu concentrates  



Ferro Alloys(Bulk and Noble) 
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Ferro Silicon  
We can supply  all 75#,72#,70#.Ferro 
Silicon is widely used in the steel 
making ,iron casting ,low-carbon 
ferroalloy producing .  

Specification 



SINO-MINEMET 

Silicon Manganese 
Silicon Manganese is composed of 
manganese, silicon, iron and other 
elements with a small amount of 
carbon and other kinds of alloy. It is 
widely used in steelmaking industry 
and has become the essential 
deoxidizing agent and additive in 
steelmaking industry. 

Specification 



SINO-MINEMET 

Ferro Manganese 
We can supply three kinds of  ferro 
manganese according to its different 
carbon content: low carbon FeMn, 
middle carbon FeMn, high carbon 
FeMn. And there are two different 
types of high carbon FeMn according 
to their different chemical 
composition: electric furnace FeMn 
and blast furnace FeMn. 

Specification 

FeMn HC FeMn MC FeMn LC 
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Ferro Chrome 
As a kind of steel addition, it is used to 
produce various special steels with 
high strength, corrosion resistance, 
anti-friction, thermo stability and anti-
oxydic. Such as stainless steel, acid-
resistant steel, heat-resistant steel, 
spring steel, tool steel and so on 
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Ferro Vanadium 
Ferro vanadium is mainly used for smelting 
iron vanadium alloy steel. As in spring steel, 
bearing steel and cast iron are widely used, 
ferrovanadium containing vanadium more 
than 50% of the amount, electric furnace in 
the refining. Of the various compounds 
vanadium is widely used in the chemical 
industry as catalyst agent. 



SINO-MINEMET 

Ferro Molybdenum 
Ferro molybdenum is mainly used to add 
molybdenum to steel in steel making. 
Molybdenum is mixed with other alloy 
elements to be widely used to make stainless 
steel, heat resistant steel, acid-resistant steel 
and tool steel. And it is also used to produce 
the alloy which has especially physical 
properties.  

We provide: 
 Ferro Molybdenum 
1.High quality with best price  
2.Well reputation  
3.Factory with strong supply ability  
4.Prompt shipment 
Packaging & Shipping 
Packaging: 100kg/250kg per steel 
drum,1mt bag 
Shipping: Within 10-15 days after 
confirmed order. 
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Ferro Boron 
* Ferro Boron supports improvement of steel's 
quenching as well as mechanical behavior 
* Boron takes place of Chromium, 
Molybdenum and Nickel and does not effect 
mechanical function. 
* Cast Iron when added with 0.05% Boron 
supports improvement of its wear resistance 
characteristics 
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Calcium Carbide 
1. The main raw material for producing 
acetylene gas; 

2. As Iron and steel desulfurization agent; 

3. Fruit catalyst;  

4. Cutting and welding for metal material; 

 



Metals(Mg, Si,Mn,Cr ,Mo,W metal) 
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Silicon Metal 
There are two main applications for Silicon metal: 
 As an alloying element for Aluminum alloys for casting and 
extrusions ; 
As the basic raw material for Silicones produced by the 
chemical industry; 
 
Depending on the application, there are several grades of 
Silicon metal, which differing levels of various impurities. 
 
 

 

Packaging & Shipping 
1. Package: Seaworthy packing, shipped by 
container or by bulk Plastic shrink(anti-proof) +Cage 
(steel-structured) +Pallet , all adjustable to 
customer's specific demands. 
2. Shipment within 3 working days after 
production.(ship to Korea&Japan about two 
days;ship to Europe about 40 days. 

Size:10-50 mm or as per 
customer’s requirement 
Packing:1mt/big bag or as 
per customer’s 
requirement 
Remark: specification and 
size can be optimized as 
per customer' 
requirement. 
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Magnesium Ingot 
99.9% 
Magnesium ingot is an important material in 
 avigation industry, magnesium alloy is widely 
used in making airplane, engine and other part
s, it is also used in making optics instrument. 
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Manganese Flakes 
Electrolytic manganese has high purity, its role 
is to increase the hardness of metal materials, 
the most widely used are manganese copper 
alloy, manganese  aluminium alloy, 200 series 
of stainless steel, manganese in these alloys 
can improve the strength, toughness, abrasion 
resistance and corrosion resistance. 



Graphite 
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SINO-MINEMET 

We supply a range of grades and sizes of Graphite 
Electrode, Fine Grained Structure Graphite, Wax-
Impregnated Graphite Rod and Graphite Crystalline 
Wax Composite Anode.  
Our vast experience helps us provide the correct 
grade for your application. 
Our stocks of Graphite & Carbon are one of the most 
extensive in the China. 
Graphite & Carbon Rods from 75mm Diameter to 
800mm. 
Graphite & Carbon Blocks from 50mmx50mm - 
400x400mm nominal Cross Section. 
 
 

Electrode Graphite 

Graphite electrode is made of high quality calcined petroleum coke,imported 
needle coke and modified coal asphalt,the grade are RP,HD(impregnation),HP 
and UHP graphite electrodes,the specification is Ø 75-700mm. 
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Carbon additive 
1.It made from well-selected petroleum 
coke which is low in content of ash, sulfur, 
phosphorus, high heat productivity, high 
chemically activation. 
2. Carbon additive has two main uses, namely as 
the fuel and additive . When being used as the 
carbon additive of steel-smelting, and 
casting.  the fixed carbon may achieve above 95%. 

Packaging Details: water-proof plastic woven bag, 
1000kg per bag or as your requirements. 
 
Delivery Time: Within 20 days after receipt of 
prepayment. 
 
Remark: Chemical composition and size can be 
optimized by the customers' requirements. 



SINO-MINEMET 

Calcium Silicon 

Silicon calcium alloy is mainly used for 
steel-making and cast iron production. We 
have the professional laboratory. Our high 
standard test can insure the product 
quality. 
 
Stable product quality , supply the good 
faith management. 



SINO-MINEMET 

Silicon Calcium Barium 

Features: 
 

1. Immensely reduce the chilling tendency, 
reduce relative hardness, improving 
machinability. 
2. Ferro Silicon Barium inoculant has strong 
recession-resistant capability, prevent 
inoculation and nodulizing recession. 
3. It can improve the homogeneity of 
fracture surface, reduce shrinking tendency. 
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Calcium Metal 
We can supply below products with agood quality and competitive 
price, please check:  
 
Commodity: Calcium Metal (Inblock & Granules) 
Spec.:  
1. Ca: 98.5%Min, Mg: 0.5%Max., Al: 0.5%Max., Fe:      0.01%Max.,  
2. Ca: 98.5% Min; Mg: 0.1%Max., Al: 0.08%Max. .; Fe: 0.03%Max.  
3. Ca: 99.0% Min; Mg: 0.1%Max. ., Al: 0.02%Max. .; Fe: 0.02%Max.  
4. Ca: 99.5% Min; Mg: 0.03%Max. ., Al: 0.01%Max. .; Fe: 
0.005%Max.  

Size: 0-2MM (90% Min. ), 0-2.5MM (90% Min. ), 0-3MM (90% 
Min. ) 
30-200MM (90% Min. ), 50~200 MM (90% Min. ) 
Other sizes as per customers' requirements 
 
Packing: Packing with poly bags filled with argon gas in and 
then sealed in 125kg or 175kg steel drums, every four steel 
drums on one wooden pallet.  



Cored Wires &Powders  
(CaSi,Cal Wire,FeB,FeMn,FeSi 

FeTi, Carbon, Sulphur, FesiMg..) 
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Cored wire 
Powder&Belt   
Cored wire is mainly used in steelmaking, which can 
purify the shape of steel inclusions, play the role of 
pure molten steel and partly change the nature and 
shape of inclusions, improve the quality of molten 
steel, improve the casting state, improve the 
castability of steel and improve the use of steel 
Performance, and can significantly improve the yield 
of the alloy, reduce alloy consumption, reduce the 
cost of steelmaking. 



SINO-MINEMET 

CaSi  Cored Wire&Powder 
Calcium Silicon alloy is a compound alloy made up of 
elements silicon, calcium, and iron, is an ideal We can 
supply all grades, its chemical composition in accordance 
with the provisions of the table below. At 
present calcium alloy can be used instead of aluminum 
for final deoxidation, is applied to high-quality steel, 
special steel and special alloys production. 
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FeB cored wire&Powder 
As the additive of boron clement, in steel, it can improve the 
steel's quenching degree and mechanical property ; in alloy 
steel, it can partly replace chrome, molybdenum, nickel 
without reducing property; in cast iron, it can improve 
wearability . Especially. with the rapid development of IT and 
electric industry, the demand for Ferroboron  in the field of 
rare earth permanent magnetic materials is increasing by a big 
margin 
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        Main Wire Products 
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CONTACT US 
 
• Add: Room 1304,B#  Shoucheng International  N

o.36,Guangqu Rd. Beijing, China  
• Call us: 
        TEL: +86-10-87755388/87726988 

FAX: +86-10-87755388ext 818 
• Karlliu– CEO, 
• Mob:+86-13910020868 
• Online talk: 
• MSN sinominemet@hotmail.com 
• E.mail: sales@sino-minemet.com 
• Skype:karlliu828 
• www.sino-minemet.com 
• Sales Dept: Davidche@sino-minemet.com 
•                     Emilyshi@sino-minemet.com  
•  Operation: Fanghua@sino-minemet.com  
• Import Dept: import@sino-minemet.com  
• Offices: Karachi, Lima, Johannesburg, Delhi 
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